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1 x LED Light Panel

1. Turn off the ignition.

2. Remove rear lens and put in a safe place off the floor so you don't tread on it.
3. Remove rear reflector and rear bulb.

4. Remove the three wires connected to the back of the reflector.

5. Feed these three wires through the hole without pulling too much. See picture below. In the
picture, there are extra wires as | have my indicator LEDs fitted.
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6. Refit reflector. You don't need the bulb anymore.

7. To fit the LED panel, you will need to lightly lubricate the screw posts to allow the grommets
to slide on, Vaseline or Fairy is good but not too much. It is best to do one at a time to 'form’
the grommet to your lens housing. Do this to both sides and remove. You can also use a

pencil sharpener to slightly ‘cone’ the ends of the post if you like.
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8. Now connect the three wires to the LED board and fit the panel on the posts. Do not use
too much pressure. The forming of the grommets will have made this a lot easier.

NOTE: Generally, dependent on your model; BLACK/GREY is TAIL and GREY/YELLOW is
BRAKE. BROWN is GND.
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Once the panel is fitted, test by turning on the ignition and switching on the lights and
operating the brake.

NOTE: If you have IBS you will need the jumper ON to 'fool' the system into thinking there
is a bulb filament. This should be set before you turn on the ignition. If you don't have IBS
you can remove the jumper, and save 5 Watts of power.
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NOTE: If you are not sure you have IBS you can check following this procedure. With the
ignition ON and no warning light (other than neutral/battery/oil/ABS if fitted) remove the

jumper. If the warning light illuminates you have IBS In this case replace the jumper and
turn the ignition OFF then ON to reset. If it doesn't you don't have IBS and can leave the

jumper off.

No IBS fault.
You do not need the jumper

IBS fault - Use the jumper.

NOTE: You can have ABS but not IBS and vice versa.

10. Now replace the lens being careful to seat the lens properly and do not over-tighten the
screws.




